
 DECORTREND
 Slotted interior acoustic timber
 panel systems

www.decorsystems-uk.com



HOW TO SPECIFY

Plywood

OSB

Standard MDF

Other

Moisture Resistant MDF FR MDF Black MDF

1800 x 1200
2400 x 1200

2700 x 1200

3000 x 1200

On MDF 
s u b s t r a t e 

only

OR create a
CUSTOM

SIZE
Specific

to 
your 

project.

Product type AS11-20/(insert code) Product type AS11-25/(insert code) Product type AS11-40/(insert code) Product type AS11-50/(insert code)

Product type AS26-11/(insert code) Product type AS26-25/(insert code) Product type AS26-40/(insert code) Product type AS26-50/(insert code)



Square Bevelled

Any RAL colour 
of your choice 
available



Wall/Ceiling panels to be DecorTrend by Decor Systems

Contact Decor Systems on Tel: 01823 330 334

Panels to be installed with Profile:
and face Finish of:                                      (Natural 
Timber Veneer, DecorClear Coat, Paint)

DecorSorb to be applied to the rear of the panels.

Panels to be finished with DecorClear     (gloss level)

Panels to be nstalled in accordance with 
manufacturer’s instructions, with either 
BJ2 Systems or DSB System.

Joint to be                       (Please choose a Joint Option)

Edging to be                      (Please choose an Edging Option)

Decor Systems Panels require a 7 day 
acclimatization on site prior to installation. 
Humidty conditions must be suitable for timber.

Additional items that may be required for your project include:

Fire ratings, NRC Ratings: Please call the 
Decor Systems Team to discuss on: 01823 330 334

Panel size is to be
(Please choose a panel size)

Acoustic Panel type cannot be substituted unless 
agreed by Architect
and Acoustic Consultant
(Please insert corresponding names)
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